
T5440- CO2浓度变送器，RS485输出，内置二氧化碳传感器

型号: T5440

CO2 - 二氧化碳水平传感器。

Green LED shines - CO2 concentration 0 to
1000 ppm

Yellow LED shines - CO2 concentration
1001 to 1200 ppm

Red LED shines - CO2 concentration 1201
ppm and more

 

Optional CO₂ measuring range extension from the standard 0 to 5,000
ppm up to 0 to 10,000 ppm (available at extra cost):

Extended measuring range: 0 to 10 000 ppm
Accuracy in extended range: 100 ppm + 5% of the measured
value at 25 °C and 1013 hPa

技术参数
CO2浓度测量范围 0至5000ppm
CO2浓度测量精度 ±(50ppm +3%读数) at 25°C and 1013hPa
可选CO2浓度测量范围 0 to 10000ppm  精度：±(100ppm +5% from reading) at

25°C and 1013hPa
测量间隔 15s
工作温度范围 -30至+60°C
通信协议 ModBus RTU 与Advantech ADAM兼容协议
通信速率 110 to 115200 Bd 
IP防护等级 IP30
电源 9-30Vdc，功耗约为1W
尺寸 88.5 x 94 x 39.5 mm (W x H x D)
重量 约为145g
保修 3年
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